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HITCH
SPECIFICATION FORM

PLEASE FULLY COMPLETE THE FOLLOWING AND THEN CLICK THE SUBMIT BUTTON

Auger Torque Europe Ltd cannot be held responsible for any errors 
resulting from inaccuracies in the information supplied when using this form.  

DETAILS OF MACHINE (EXCAVATOR)

MANUFACTURER: MODEL: YEAR OF MANUFACTURE:

DATE

MACHINE GROSS WEIGHT: Kg

CONTACT INFORMATION

COMPANY NAME: CONTACT:

TELEPHONE NUMBER: FAX NUMBER:

EMAIL ADDRESS:

TWO WAY ATTACHMENT
CIRCUIT?

THIRD FREE FLOW
RETURN TO TANK LINE?

MAXIMUM PRESSURE AT THE ATTACHMENT LINE (BOTH DIRECTIONS):

MAXIMUM FLOW AT THE ATTACHMENT LINE (BOTH DIRECTIONS): LPM

BAR

LPM

BAR

LINKAGE REQUIREMENTS

PLEASE TAKE MEASUREMENTS
FROM A BUCKET THAT FITS YOUR 
MACHINE 

MEASUREMENTS (MM)

DIPPER WIDTH (A)       

LINK WIDTH (B)      

DIPPER PIN DIAMETER (C)     

BUCKET RAM PIN DIAMETER (D)    

BUCKET PIN CENTRES (E)     

BUCKET TYPE:

TYPE OF LINKAGE;

SINGLE PIN
HITCH

LOOSE PIN
BUCKET

FIXED WELDED PIN
BUCKET

DOUBLE PIN
HITCH

DOUBLE PIN
CRADLE HITCH
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Please choose bucket type
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